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NV MONITOR

Designing and manufacturing innovative frequency control devices sin

Tuning Fork Watch Crystals

MM26 MM38

Monitor Products’ MM26 and MM38 are miniature crystals presented in two convenient sizes. Their light-weig}
tubular housing reduces the need for third leads and other expensive mounting techniques.

FEATURES
M Miniature tubular housing SP EE(I:_”E:ICCT'SI-I Ic(:)ANLS MM26 MM38
M Tight tolerance Frequency 32.768 KHz
M Cold weld design Freq Tolerance 20ppm 30ppm
M Low cost @ 251C ( 20ppm avail)
M Low power Equivalent Series 50K max 70K max
M High shock resistance and Resistance
environmental characteristics Load Capacitance 12.5 pF typical* 12.5 pF typical
Shunt Capacitance 0.86 pF typical 1.9 pF typical
APPLICATIONS Motional Capacitance 2.0 fF typical
M Microprocessors Drive Level 1.0 W max
M Computers Oper Temp Range - 101C ~ 601C

M Peripheral clocks

M Instruments Turnover Temp +251C typical
M Watches Parabolic Curvature .027ppm to .043ppm / ( 1C)5
Constant

M Time management products
* unless otherwise specified
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Monitor Products has a proven track record as a +1/Ub01
pioneer manufacturer in the frequency control market. MM26 )
If our extensive selection of standard and engineered
crystals and oscillators does not meet your spec, we
Y Y P Units : mm MM38

will work with you towards a customized solution.

Monitor Products Company Inc reserves the right to make changes to its products and product specificationghilityoist assticeedNas a result of their use or application. 12-10-01

V. MONITOR PRODUCTS COMPANY INC
502 VIA DEL MONTE, OCEANSIDE, CA 92054  TEL: 760.433.4510  FAX: 760.434.0255
WWW.MONITOR-PRODUCTS.COM
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